
HATHAWAY™

6594 & 6598
SELF-RIMMING

COUNTERTOP LAVATORY

FEATURES

•  Vitreous china
•   Rear overflow
•   Drilled 4” (102 mm) centers or
      8” (203 mm) widespread faucet
•   Hathaway™ Suite:  Matching toilets and
      pedestal lavatories
•   22 ⅝” x 17  / ” countertop lavatory
•   Faucet deck with integral soap recesses
•   Limited lifetime warranty

MODEL & DESCRIPTION

6594

6598

Hathaway™  4” (102 mm) centers 
self-rimming countertop lavatory
Shipping weight: 28 lbs (13 kg)

COLORS

CODES & STANDARDS

Meets or exceeds the following:
•  ASME A112.19.2
•  CSA B45.1
•  IAPMO/cUPC

BISCUIT (235)WHITE (130)

(800) 888-4458
www.briggsplumbing.com
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Hathaway™  8” (203 mm) centers 
self-rimming countertop lavatory
Shipping weight: 28 lbs (13 kg) 

slhat010912

Dimensions may vary (+) or (-) 1/4”. Dimensions shown in parentheses are in millimeters: 
25.4 mm = 1 inch. Note: Fixture dimensions are nominal and conform with dimension and 
performance requirements of ASME A112.19.2-2008/CSA B45.1-08 standards. PSI rating: 
20 minimum to 80 maximum per ASME A112.19.2-2008/CSA B45.1-08 standards. 
Dimensions subject to change or cancellation without notice. Briggs is not responsible for 
the use of superceded or voided specification information. 
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